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 TECH RIDER 

Band & Crew 

Gwijde De Eerste: Vocals 
Peter Philtjens: Bass 

Peter Smeets: Guitars / Synths 
Jef Uyttebroek: Sound Engineer 

Nadine Meyers: Styling and PA Gwijde de Eerste 
TBD: Video control 

Contacts 

Band Members 

   Peter Philtjens: cell: +32 478 49 27 58 
Peter Smeets: cell: +49 160 962 700 47 

Gwijde de Eerste: cell: +32 471 56 58 37 

Technical staff 

Jef Uyttebroek: cell: +32 472 07 22 36 (Sound engineer) 
e-mail: jef.uyttebroek@skynet.be 

P.A. SYSTEM Requirements 
The P.A. system must be of decent quality (D&B Audiotechnic, L-Acoustics, Meyer Sound…) 
and be able to deliver 115dBA of undistorted audio throughout the entire venue.  
A friendly, experienced audio engineer who is familiar with the system must be present to 
assist our FOH engineer. 

FOH Requirements 
We will bring our own digital mixing desk (Presonus SL32 III) + our stage box/digital snake 
(Presonus SLR32 Rack Mixer). This digital stage box is to be connected by a CAT-5e or 
CAT-6 Ethernet cable, and this cable is to be provided by the venue. (should be long 
enough, running from the stage to the main mixer) 
Connections to local FOH mixer: L/R + sub matrix. 
Venue is to provide a table or flight case to install our digital mixer on. 

Monitor Requirements:  
Monitors will be mixed from FOH. 
All musicians will use wireless IEMs provided by the venue (PSM900, PSM300 premium, EW 
300 G3, or better). If possible please remove the wedges from the stage. 

IMPORTANT: The band will NOT be able to perform without wireless in-ear monitoring. 
In case no wireless IEM will be present, please contact our sound engineer to work out 
a solution.  
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Input List 
Our equipment does not include any analogue or digital snake. Hence we will make use of the 
analogue snake (or analogue split) provided by the venue. We will need at least 6 aux sends 
from FOH to the stage for the IEMs. Also as separate Sub matrix is required. 

Video Projection 

We will show video projections. Hence we will bring our apple MacBook Pro to beam 
background videos. Venue is to provide 4:3 or 16:9 projection screen on stage + video 
beamer, connected by HDMI. HDMI connection, if possible, available next to our 
mixing desk. 




